Pro Series
OvoSystem 250

B8G

MEKATRONIK

250 cph /90.000 eph

Buyuk Olcekli Yumurta Tasnif ve Dizgi Sistemi
Big Scale Egg Grading and Packing Center
|
Moduler Tak-Calistir Tasarim / Modular Plug & Play Design

Kolay cikarilabilir mekanizmalar sayesinde hizli ve derinlemesine temizlik ile bakim ve
kullanim kolayhgi, uzun omurld kullanim
Easy and thoroughly cleaning thanks to its deattachable plug&play mechanisms

Yuksek Tartim hassasiyeti / High weighing accuracy

Yuksek kalitede tartim donanimi ve 6zel gelistirilmis yazilimi sayesinde 0,1 gr hassasiyetin-
de, her bir yumurtanin 20 kez agirlgini élcer ve yumurtanin gercek agirlhigini belirler

Egg weights are measured in high accuracy by means of special weighing hardware and
software, each egg is measured 20 times to determine actual weight of egg

5 veya 6 agirhk grubunda tasnifleme / 5 or 6 classes of egg grades

Yumurtalari agirliklarina gére 5 veya 6 gruba ayirir, 4 grubunu otomatik dizgi hatti ile viole
dizer, diger gruplari konveyérler ile toplama tepsilerine gonderir, violere elle toplanir.
Sorts the eggs into 5 classes according to its weights, 3 classes of eggs are packed into
tray automatically by packer, the others are collected from the table by hand.
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{c}} Teknik Ozellikler / Technical Properties

- Saatte 90.000 yumurta maksimum tasnifleme kapasitesi

- 12 makarali genis yumurta giris hatt

- Agirligina gére 5 veya 6 boyda tasnifleme imkani

- 4 veya 5 otomatik dolum hatti (packer)

- Yuksek kaliteli loadcell ile 0,1 gr. tartim hassasiyeti

- Her yumurta hareket halinde iken 20 kez tartilip gercek agirhgi bulunur
- Moddler yapisi sayesinde tim parcalar cikarilip temizlenebilir
- Kirlk yumurta kontrol lambasi

- 10" LCD ekran ile kolay kullanim saglar

- Yumurta analizlerini hafizada saklar ve USB diske kaydeder

- Kullanilan tim metal aksam 304 paslanmaz kromdur

- Elektrik tiketimi: 5,5 kW (3 packer icin) / 6,5kW (4 packer icin)
- Basingli hava gereksimi : Minimum 5 bar

- Net Agirlik : 3100 kg ( 3 packer icin) / 3670 kg (4 packer icin)

- 90.000 eggs per hour grading capacity

- Wide egg infeeding line with 12 rows

- Eggs are classified in 5 different weight classes

-4 or 5 automatic packing lines (packers)

- 0,1 gr. weighing accuracy with high quality loadcell

- Each egg is weighing 20 times dynamically to find actual egg weight
- Easy cleaning with modular design parts

- Egg candling light for determining crack eggs

- Easy usage with 10" LCD touch screen

- Stores all grading statistics and copy them into USB disk

- All metal parts are made from 304 stainless steel

- Energy consumption : 5,5 KW/h (for 3 packers) / 6,5KW/h (for 4 packers)
- Pressurized air necessity : Minimum 5 bar

- Net weight : 3100 kgs (for 3 packers) / 3670 kgs (for 4 packers)

Yerlesim Plani / Machine Layout

12 mt

6,7 mt
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